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NO:AP1101-2 V.1 

Release Note for Vigor2620 LTE Series 
 

Firmware Version: 3.9.2 

Release Type: Normal 

Applied Models: Vigor2620L / Vigor2620Ln 

Vigor2620L Series is a single WAN router with three WAN interfaces, including main LTE WAN, 

VDSL/ADSL WAN, and selectable Ethernet WAN. It offers features including VPN, Firewall, 

Content Filtering, and central management solution for Vigor access points. 

New Features  
 Add the new function of SMS Gateway for LTE. 

Improvement 
 Improved: Support HTTP security header. 

 Improved: Layout improvement of the web user interface. 

 Improved: Increase the default UDP Flood Defense Threshold. 

 Corrected: An issue that the SMTP port value for StartTLS was not accepted by the Vigor 

router.  

Known Issue 
 None. 

Notes 
 None. 

File and Modem Code 

 "Vigor2620L_r3110_391_v3.9.2-04v_en.zip" is used for Annex A modem code 576d17 & 

572801, and Annex B modem code 573307 & 571c02. (G.Vectoring) 

 "Vigor2620L_r3110_391_v3.9.2-05v_en.zip" is used for Annex A modem code 571a17 & 

570111, and Annex B modem code 565607 & 567002. Recommended for KPN users in 

Netherlands. (G.Vectoring) 
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 "Vigor2620L_r3110_391_v3.9.2-06v_en.zip" is used for Annex A modem code 572d07 & 

570e01, and Annex B modem code 565607 & 567002. Recommended for KPN users in 

Netherlands. (G.Vectoring)  

 "Vigor2620L_r3110_391_v3.9.2-07v_en.zip" is used for Annex A modem code 567517 & 

562301, and Annex B modem code 567617 & 567212. Recommended for DT users in 

Germany. (G.Vectoring)  

 "Vigor2620L_r3110_391_v3.9.2-08v_en.zip" is used for Annex A modem code 579f17 & 

573f01. Recommended for NBN users in Australia. (G.Vectoring) 
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