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NO: AP1101-2 V.1 

Release Note for Vigor300B 
 

Firmware Version: 1.5.1 

Release Type: Critical 

Applied Models: Vigor300B 

 

Vigor300B, a firewall broadband router with the multi-WAN interface, can connect to 

xDSL/cable/VDSL2/Ethernet FTTx. The multi-WAN and LAN switch facilitates unified 

communication applications in business CO/remote site to handle large data from the subscribed 

fatter pipe. The state-of-art routing feature and multi-WAN provide integrated benefits for 

professional users and small offices. 

This is a critical update - You should upgrade such Vigor router immediately with firmware 

containing these improvements. 

New Features  
 Support Two-FA authentication for web login. 

Improvement 
 Improved: Improved the WebGUI security. 

 Improved: Support Vietnam SMS provider. 

 Improved: Update APPE signature. 

 Improved: Update the SSH Server version. 

 Improved: Upgrade the IP database for country object. 

 Improved: Add the options to enable/disable the SNMPv1 and SNMPv2 servers. 

 Improved: Disallow enabling WAN Inbound Load Balance when there is no active 

profile. 

 Corrected: The issue of changing LDAP server port on WUI. 

 Corrected: The issue of replying the packets for the non-open ports on WAN by default. 

 Corrected: The issue of the 2nd PPPoE WAN connection with a certain PPPoE server. 

 Corrected: The issue of AP management for VigorAP920RPD. 

 Corrected: The issue of the product registration to VigorACS server. 

Known Issue 
 None. 
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